
Fukushima Daiichi NPS decommissioning work: Procedure for 
dismantling reactor 1 building cover (for fuel removal)

■ Followed by preparation of dismantling  building cover which began on March 16, anti-radiation-dispersing 
agent (hereafter described as “agent”) is planned to be sprayed from May 15 by roof panel penetration method.
■ For dismantling the building cover, anti-radiation-dispersing will be conducted discreetly and safety would 
be prioritized.
■ As for the detailed work and the data radioactive material monitoring, they will be posted on “Daily report” 
on TEPCO’s website,  as well as be reported to the media. Also cases in which warning alarm goes off at 
monitoring posts or dust monitors will be immediately reported.
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※他工事との工程調整、現場進捗、飛散抑制対策の強化等により工程が変更になる場合がございます。

Procedure for dismantling 
building cover

FY 2014
March

FY 2015

April May 2nd half 
of the year

Dismantling preparation: began on March 16

1,Spray “agent “ by roof panel penetration method

2, Dismantle roof panel, Investigate floor 

3, Remove interfering steel frame

4, Install water sprinkler
Absorb small rubbles 

*Spray “agent”
(Spray by penetrating roof 

panel) 

* 1st Panel removal
*  Install anemometer
*  Floor investigation

*Spray “ agent “ from
the 1st panel removed 
part

*Remove other five panels
*Floor investigation
*Spray “agent”

*Floor investigation
*Spray “agent”

*Remove interfering steel frame
(to install water sprinkler)

*Spray “agent”

*Install water sprinkler
*Absorb small rubbles
*Spray “agent”

*The work schedule is subject to change due to other construction adjustment, work progress, and strengthening of anti-radiation-dispersing measures. 


