
運転パターン

① 20:00～21:30 1 h 30 min. 2

② 23:30～24:54 1 h 24 min. 2

19 ③ 19:30～23:45 4 h 15 min. 3

20 ④ 10:45～14:50 4 h  5 min. 4

⑤ 00:40～07:20 6 h 40 min. 4

⑥ 12:20～10:00 21 h 40 min. 4

⑦ 00:43～13:00 12 h 43. min. 4

⑧ 14:44～ 4

52 h 17 min. Total

処理時間

17

Being in Operation

水（Ｎｏ１、２）、シリカ（Ｎｏ３、４）

21

23

6月23日 6月24日

6月17日 6月18日 6月19日

6月20日 6月21日 6月22日

①

21:30頃～
約2時間停止

② ③

④ ⑤ ⑥

⑦ ⑧

ベッセル交換（SMZ１、３）

ベッセル交換（SMZ２、４） ベッセル交換（Ｈ１-１、Ｈ３-１） ベッセル交換（Ｈ２-１、Ｈ４-１）

ベッセル交換（Ｈ１-２）

20:00 21:30 23:30 0:54 19:30 23:45

10:45 14:50 0:40 7:20 12:20 10:00

0:43 13:00 14:44

セシウム吸着装置のＳＭＺベッセル
表面線量率4.7mSv／h到達・停止

June 24, 2011

Tokyo Electric Power Company

Operation Results of Water Treatment Facility 
at Fukushima Daiichi Nuclear Power Station

通水試験

フラッシング

凡 例

As of 9:00am on June 24, 2011

June 17 June 19June 18

June 20 June 21 June 22

June 23 June 24

Explanatory Note

Test of
Water Passing

Flushing

Pattern of OperationUnitOperation Hours Treated WaterDay Treated Hours

Approx. 38 tons

Approx. 35 tons

Approx. 159 tons

Approx. 204 tons

Approx. 333 tons

Approx. 1,083 tons

Approx. 636 tons

Approx. 2,489 tons

Water (No1, 2), Silica(No3, 4)

Water (No1), SMZ(No2, 4), Silica(No3)

Water (No1), SMZ(No2), Silica(No3)

SMZ(No1, 3)

Exchange vessel(H1-2)

Exchange vessel(SMZ2, 4) Exchange vessel(H1-1, H3-1) Exchange vessel(H2-1, H4-1)

Exchange vessel(SMZ1,3)
Stopped at approx. 2 hours from 21:30 Surface dose rate of SMZ vessel of Cesium adsorption 

instruments reached 4.7mSv/h and then stopped


