
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Fire engine

Tank lorry

＜Spraying water from a fire engine connected to the tank lorry＞  

＜Process of the water spray＞

＜Result of Nuclide analysis after RO treatment＞ 

（Unit：Bq/cm3） 

 
Type of 
Nuclide 

 

Result of analysis of RO 
treated water  

Guideline regarding Radioactive 
materials at bathing area 
（Ministry of Environment） 

Iodine131 
ＮＤ（＜４．７Ｅ－０３） ３．０Ｅ－０２ 

Cesium134 
ＮＤ（＜９．７Ｅ－０３）

Cesium137 
ＮＤ（＜１．２Ｅ－０２）

 
５．０Ｅ－０２ 

（Total of Cesium 134・137） 

 

Unit ６ 
Ｔ／Ｂ 

Treated water Tank Radioactivity removal 
facility 

（Zeolite・ 
Chelate resin etc）

RO facility 

Mega float 

 

Recycle clean-up Operation 

Charcoal 
Zeolite 

Transfer 

Transfer 

Water Clean-Up System 



 ＜Planned water spray area＞ 

Plan to spray water to approx. 1.2 million m2 area of forest/cut down tree yard. 

West gate 

Planned water spray area (Inside the power station) 

Unit 6 

Unit 5 

Unit 1 

Unit 2 

Unit 3 

Unit 4 
Main gate 

South of 
Administration 
office building  

Main 
Anti-Earthquake 
building 

North of Main 
Anti-Earthquake 
building 

Gymnastic hall 

Environmental 
management 
building 

Environmental 
management 
building 

Monitoring post(MP1-8) 

Temporary Monitoring post 


