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Wheeling Service for Specified Electricity Utilities 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

New Wheeling Service conditions to allow renewable energy to be purchased utili
zing the dedicated service line 
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Power station 
50 

General Electricity Utility 
responsible for the 
wheeling service. 

Specified Electricity Utility  
responsible for the 
electricity supply upon 
demand of customers in 
specific region. 

50% or more of the power 
supply in demand is owned 
by the Specified Electricity 
Utility. 

Specified Electricity Utility is allowed 
to use power supply provided 
through the wheeling service. 
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Electricity Rates Applied to Load Fluctuation-linked Power 
 
There are 2 levels in the electricity rates of load fluctuation-linked power which is applied 
when a power shortfall is supplied while specialized electricity utilities use our network. 
One is the “electricity rate within the fluctuation range”, which is applied to shortage of 
electricity supply upto 3% of the Wheeling Service contract power. The other is the 
“electricity rate beyond the fluctuation range”, applied to shortage of electricity supply 
beyond 3% of the Wheeling Service contract power. 
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Electricity rate within the fluctuation range 
(Enegy proportioned charge) 

Electricity rate beyond the fluctuation range (Enegy proportioned charge) 

3% of the 
contract power 


